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|[EXPRESSED AS EQUIPMENT
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DC Voltage - Source

Up to 220 mV
200 mVto 2.2V
22t 1)V
(1Tto 22)V
(22 to 220) V
220 Vto 1.1kV

9 uV/V + 800 nV
uV/V+12uv
8 uWV/V+ 4V
8§ uV/vV+ 8§puv
9 uV/V +100 pv
11 pV/vV + 600 nv

AC Voltage — Source

Up to 2.2 mV
(10 to 20) Hz
(20 to 40) Hz
40 Hz to 20 kHz
(20 to 50) kHz
(50 to 100) kHz
(100 to 300) kHz
(300 to 500) kHz
500 kHz to 1 MHz
(22 to 220) mV
(10 to 20) Hz
(20 to 40) Hz
40 Hz to 20 kHz
(20 to 50) kHz
(50 to 100) kHz
(100 to 300) kHz
(300 to 500) kHz
500 kHz to 1 MHz

600 pV/V+ S pv
240 pV/V+ 5 pv
120 uV/V + 5 pvV
410 pV/V + 5 uv
950 uV/V + 8 uv
1.3 mV/V+ 15V
1.8 mV/V + 30 uv
3.6 mV/V + 30 uv

600 pV/V +16 pv
240 pv/vV + 10 pv
110 pV/V + 10 v
360 uV/V + 10 pv
900 uV/V + 30 uv
1.1 mV/V + 30 uV
1.8 mV/V + 40 uv
3.6 mV/V+ 100 pv
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